( Vacuum gauge connection G1/4

High-Pressure
\_ Multi-Stage Centrifugal Pump

Unit weight 103 kg [ 227 pounds ]

Attention: actual motor dimensions possible may differ from the drawing.
Subject to alteration! ANSI Companion flanges available upon request

Shanley Pump
& Equipment, Inc.
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403 C120L 4 112M B14 | -- 51 8.6 46 -- 59 8 .59 13.1 6.8 6.3 244 11 2.72 1.57
404 C120L 55 132S BS -- 6.3 - 9.9 56 -- 59 8 .59 159 7.6 11.8 3.42 1.49 3.94 2.13
405 C120L 7.5 132S B5 6.29 6.3 - 11.3 56 87 59 8 .59 159 7.6 11.8 3.42 149 4.41 2.4
603 C160L 11 160M B35 | -- -- 6.3 104 67 -- 7.1 96 .78 20.3 9.8 11.8 8.2 10 .86 10.2 126 27 59 4.2 4.4 1.65 6.77 2.68
603 D160L 15 160M B35 -- -- 6.3 10.7 6.7 -- 7.1 96 .78 20.3 9.8 11.8 8.2 10 .86 102 126 2.7 59 4.2 4.4 1.65 7.08 2.68
603 E162L 18.5 160L B35 | -- -- 6.3 109 67 -- 7.1 96 .78 20.3 9.8 11.8 10 10 86 119 126 2.7 59 42 4.4 1.65 7.52 2.68 Inches
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Motor: 60Hz
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