Suction flange DN 65
PN 16, DIN EN 1092-2

Outlet flange DN 40
PN 40, DIN EN 1092-2

Manometer connection G1/4 —
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High-Pressure
KMuIti—Stage Centrifugal Pump

Attention: actual motor dimensions possible may differ from the drawing.
Subject to alteration! ANSI Companion flanges available upon request
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Pump Model = | Induction Motor Pump s £ | Coupling | = =
appx. 2900 rpm. | kw |=L =M al |A B IM... | I od | Fig.A Fig.L -
401 A 15 | 96 583 63 | 756 461 | 90S V18 | 244 95 | 2001 146 [ !
402 A 30 | 123 634 63 |878 461 | 100L Vis8 | 244 11 | 256 165 \
403A 40 | 132 689 63 | 996 461 |112M VI8 | 244 1.1 | 295 181 ) \ |
404 A 55 | 1595 76 118 | 11.1 559 | 132S V1 | 343 15 | 413 232 Coupling
405 A 75 | 1595 76 118 | 123 559 | 1325 vi | 343 15 | 453 252 gal
406 A 75 | 1595 76 118 | 135 559 | 132S Vi | 343 15 | 469 268 L= | =)
407 A 110 | 2035 98 138 | 147 657 |160M V1 | 441 165 | 693 3.03 () L@J
408 A 110 | 2035 98 138 | 159 657 | 160M V1 | 441 165 | 7.13 3.23 3 D/ N
409 A 110 | 2035 98 138 | 171 657 |160M V1 | 441 165 | 7.32 343 = ;
410A 150 | 2035 9.8 13.8 | 183 657 |160M V1 | 441 165 | 7.84 362
401 B 22 | 106 58 63 |764 461 | 9L VI8 | 244 95 | 213 146 -
402 B 55 | 159 7.6 118 | 894 559 |132S V1 | 343 15 | 374 193
403 B 75 | 159 76 118 | 102 559 |132S V1 | 343 15 | 413 213 M
404 B 110 | 204 98 138 | 115 657 |160M V1 | 44 165 | 64 248 L <
405 B 150 | 204 98 138 | 127 657 |160M V1 | 44 165 | 689 268
406 B 150 | 204 98 138 | 139 657 |160M V1 | 44 165 | 709 287 e Lo
407 8B 185 | 204 98 138 | 153 657 | 160L V1 | 44 165 | 7.7  3.03 ®
408 B 185 | 204 98 138 | 165 657 | 160L V1 | 44 165 | 79  3.23 > UM NN
401C 15 | 96 583 63 |77 461 | 90S V18 | 244 95 | 2001 146 q T
402 C 30 | 123 634 63 |91 461 | 100L Vvis | 244 11 | 256 165
403C 40 | 131 689 63 | 104 461 |112M Vvi8 | 244 11 | 205 181 170 150
404 C 55 | 159 7.6 118 | 118 559 | 132S V1 | 343 15 | 413 232
405 C 75 | 159 76 118 | 131 559 |132S Vi | 343 15 | 453 252
406 C 110 | 204 76 138 | 145 657 |160M V1 | 441 165 | 677 287
407 C 11.0 20.4 9.8 138 15.8 6.57 160 M V1 441 1.65 | 6.92 3.03 Vacuum gauge connection / Drain G1/4
408 C 150 | 204 98 138 |172 657 (160M V1 | 441 165 | 787 323 | oo \
409 C 150 | 204 98 138 | 185 657 |160M V1 | 441 165 | 807 3.43
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